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Operations Report: Otter Rock December 2025

Base Operations

Nov. preview: Spring flow — Nov 25 Dec. preview: Spring flow — Dec 25
Source Flow rate gpm Source Flow rate gpm
Spring 1 flow rate 23 Spring 1 flow rate 225
Spring 2 flow rate 22 Spring 2 flow rate 450
Spring 3 flow rate 39 Spring 3 flow rate 43
Reservoir overflow rate 35 Reservoir overflow rate 229

Distribution Overview (December 2025)
Master Meter Usage: 391,000 gallons
Distribution Usage: 345,664 gallons
Distribution Loss: 45,336 gallons

Loss Factor: 13.12%

Loss: 1.05 gallon/minute
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Compliance Analysis

Samples Collected:

12/02 — Monthly Routine Coliform

Chlorine levels

First User Distribution
System
Average 0.29 ppm 0.29 ppm
High 0.46 ppm 0.49 ppm
Low 0.18 ppm 0.22 ppm

Average Chlorine Residual (mg/L)
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Additional Services

11/03 - Collected information for the 3 meter replacements.
11/06 - Locate on Mahala.

11/10 - Corresponding with contractors over valve box
11/17 - Investigated potential leak at 6720 Otter Crest Lp.
11/17 - Locate at 6320 B Ave

11/19 - Installed new meter at 6720 Otter Crest Lp.

11/25 - Meter Reading
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Recommended Maintenance

1. Install air relief valves in the distribution system to prevent the air lock from
occurring again. Ensure they are planned for and included in the system’s
rebuilding.

Administrative Comments

1. 3failed meters have been requested for return under warranty with Ferguson. (845
15t St, 6440 Gladys, 145 Mahala). One is on order, the other 2 have been scheduled
to replace and return.



